
 Wika Industrial Stainless Steel Gauges - Type 232.54 
                                          

                สนใจติดตอ บริษัท เอเม็ท จํากัด  11/13 หมู 5 ถ.สุคนธสวัสดิ์ แขวงลาดพราว เขตลาดพราว กทม. 10230 
         โทร.02-9079421-2 , 02-9077480-3,  แฟกซ : 02-9079878 , Email : sales@amet.net  , Web: www.amet.net    

 
Wika Industrial Stainless Steel Gauges - Type 232.54 
These gauges feature 316 stainless steel wetted parts and 304 stainless steel case and bayonet ring, an adjustable 
pointer, a laminated safety glass window, and can be liquid-filled in the field. 
 
WIKA stainless steel gauges are ideal for process, chemical, and petrochemical applications, oil exploration and production, 
power generation, pollution control equipment, and any other application requiring fine quality, long lasting pressure 
measurement instrumentation. 

 

• Center Back Mount Connection Available  

• 1/4" NPT Connection Size 

• 4" Dial Size Available 

Item ID Description Availability Price Unit Size Quantity 
WK9744827  
 

232.54:30in Hg2.5in Dial   1 
 

 
WK9744894  
 

232.54:15 Psi2.5in Dial   1 
 

 
WK9744908  
 

232.54:30 Psi2.5in Dial   1 
 

 
WK9744916  
 

232.54:60 Psi2.5in Dial   1 
 

 
WK9744924  
 

232.54:100 Psi2.5in Dial   1 
 

 
WK9744932  
 

232.54:160 Psi2.5in Dial   1 
 

 
WK9744940  
 

232.54:200 Psi2.5in Dial   1 
 

 
WK9744959  
 

232.54:300 Psi2.5in Dial   1 
 

 
WK9744967  
 

232.54:400 Psi2.5in Dial   1 
 

 
WK9744975  
 

232.54:600 Psi2.5in Dial   1  
Item ID Description Availability Price Unit Size Quantity 
WK9744991  
 

232.54:1000 Psi2.5in   1 
 

 
WK9745009  
 

232.54:1500 Psi2.5in   1 
 

 
WK9745017  
 

232.54:2000 Psi2.5in   1 
 

 
WK9745025  
 

232.54:3000 Psi2.5in   1 
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WK9745033  
 

232.54:5000 Psi2.5in   1 
 

 
WK9745041  
 

232.54:10000 Psi2.5in   1  

 


