Wika Low Pressure Gauges - Type 611.10 ﬁ

Wika Low Pressure Gauges - Type 611.10
Our WIKA low pressure gauges are extremely sensitive and highly accurate. The copper alloy capsule is designed to
measure pressure and vacuum of gaseous media from as low as 15" H20 to 240" H20 (10 psi). An adjustment screw is
located on the dial to re-zero the pointer if necessary. The finely polished nickel silver pinion gear and shaft of the
movement ensure repeatable accuracy.

Item ID Description Availability Price Unit Size Quantity
WK9I852344 11 10:30in/760mm H20 Vac 1 l—
WK9748321 (11 10:60in/1500mmH20Vac N
WK9747473 11.10:100in/2500mmH20Vac 1 l—
WKI851682 ., 10.15in/380mm H20 1 l—
WKI851690 1 10.30in/760mm H20 1 l—
WKI851704 411 10.60in/1500mm H20 1 l—
WKI851810 411 10.100in/2500mmH202.5 |
WKI851828 1, 10.200in/5KmmH20 N
WKI851771 ¢11.10:1002/Sq/440mmH20 1 l—
WK9851780 11 10:1502/Sq/660mmH20 1

Item ID Description Availability Price Unit Size Quantity
WK9851798 ¢, 10:2002/Sq/880mmH20 [
WKI851747 ¢4 10:3007/Sq/1320mmH20 1 ’—
WKI851801 ¢, 40.350,/Sq/1540mmH20 1 ’—
WKI851755 ¢4 10:6002/Sq/2640mmH20 1 ’—
WKI851720 4,4 10.2007/Sq/34inH20 1 ’—
WKI851739 4,4 10.3207/Sq/55inH20 1
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