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Weatherproof Gauges 41/2" & 6" Dials, ASME B.40.1 Grade 2A ±0.5% of span accuracy  
Designed for flush mounting, this solid front gauge is ideal for panel board applications. Its black epoxy coating and its 
tough alumium weatherproof case easily allows application in a variety of climatic conditions.  
 
FEATURES 

• ± 0.5% full scale accuracy  

• Weatherproof case  

• Standard stainless steel rotary geared movement  

• Easily adjustable, self locking micrometer pointer  

• 100 standard psi and metric ranges, 5 standard systems  

Item ID Description Availability Price Unit Size Quantity 
AS137901  
 

45-1377AS02B:4.5in0/15PSI 1  1 
 

 
AS137902  
 

45-1377AS02B:4.5in0/30PSI Call  1 
 

 
AS137903  
 

45-1377AS02B:4.5in0/60PSI Call  1 
 

 
AS137904  
 

45-1377AS02B:4.5in0/100PSI Call  1 
 

 
AS137905  
 

45-1377AS02B:4.5in0/200PSI Call  1 
 

 
AS137906  
 

45-1377AS02B:4.5in0/400PSI Call  1 
 

 
AS137908  
 

45-1377AS02B:4.5in0/800PSI Call  1 
 

 
AS137910  
 

45-1377SS02B:4.5in0/2000PSI Call  1 
 

 
AS137911  
 

45-1377SS02B:4.5in0/5000PSI Call  1 
 

 
AS137921  
 

60-1377AS02B:6inBM 15PSI Call  1  
Item ID Description Availability Price Unit Size Quantity 
AS137922  
 

60-1377AS02B:6inBM 30PSI Call  1 
 

 
AS137923  
 

60-1377AS02B:6inBM 60PSI Call  1 
 

 
AS137924  
 

60-1377AS02B:6inBM 100PSI Call  1 
 

 
AS137925  
 

60-1377AS02B:6inBM 200PSI Call  1 
 

 
AS137926  
 

60-1377AS02B:6inBM 400PSI Call  1 
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AS137928  
 

60-1377AS02B:6inBM 800PSI Call  1 
 

 
AS137930  
 

60-1377SS02B:6inBM 2000PSI Call  1 
 

 
AS137931  
 

60-1377SS02B:6inBM 5000PSI Call  1  

 


