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DCM-2600: 1000A AC Amp + 2000M Ohm;. 
DCM-2606: 1000 Amp AC/DC + True-RMS. 

Features:  
• DCM-2600:  

o 3 1/2 digit display.  

o AC current up to 1,000A.  

o AC voltage up to 750V.  

o DC voltage up to 1,000V.  

o Resistance up to 2,000MOhm.  

o Audible continuity test.  

o Over range indication.  

o Maximum recording mode.  

o Confirm to the IEC-1010-1.  

o Ul1244/UL3111, CE standard.  

o Hand guard protection.  

o Carrying case.  

• DCM-2606:  

o 3 3/4 digit display with bargraph.  

o AC/DC current up to 1000A.  

o AC/DC voltage up to 1000V.  

o Display hold function.  

o True-RMS reading.  
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o Diode test.  

o Carrying case.  

o Audible continuity test.  

o Overrange indication.  

o Frequency up to 400KHz.  

o Capacitance measurement.  

o Resistance up to 40M ohm.  

o Relative mode to read offset values (Zero ∆Key).  

o Peak hold for transient measurements.  

o Max/Min recording mode.  

o Confirm to the IEC-1010-1, UL1244/UL3111, CE standard.  

o Hand guard protection.  

 


