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4-Input Thermometer Datalogger ( DTM 319) 

Datalogger Thermometer 
 
4-channel inputs + datalogger (RS-232) 
 
Model :DTM 319  
 

Specifications:  

• DTM 319 Features:  

o Measurement range: -200°C ~ 1370°C( -328 ° F ~ 2498°F )  

o Memory Capacity: 16,000 records data logger for each channel  

o Accuracy: -200 °C ~ 200 ° C :+/- (0.3% reading+ 1°C), 200°C ~400°C: +/- 
(0.5% reading + 1°C),400°C ~ 1370°C :+/- (0.3% reading+1°C)  

o High Resolution :0.1 °C¡F 0.1 °F ( 0 ~ 199 °C )  

o 4-channel thermocouples can be used simultaneously and recorded.  

o 4-digit LCD display for every tested point.  

o °C or °F is user-selectable.  

o HOLD function  

o Automatic Low Battery Indication  

o Auto power off  

o MAX, MIN function  

o Standard Tripod mount connector Model : DTM 319  

o RS-232 interface, Real time display software  

• DTM 319 Specifications:  

o Measurement Range : -200°C to 1370°C (-328°F to 2498°F)  

o Accuracy :  

o -200°C to 200°C: +/-(0.2% reading +1°C)  

o 200 °C to 400°C: +/-(0.5% reading +1°C)  

o 400 °C to 1370 °C: +/-(0.2% reading +1 °C)  

o -328°F to 200 °F +/- (0.5% reading +1 °F)  

o -200 ° F to 200 °F +/-(0.2% reading + 1 °F )  

o 200 °F to 2498 °F +/-(0.3% reading +1 °F)  

o Temperature scale: °C or °F user-selectable  

 

4-Channel Input + RS-232 Datalogger 
Thermometer  

 

Ordering information

  



Tecpel 4-Input Thermometer Datalogger ( DTM 319) 
                                          

                สนใจติดตอ บริษัท เอเม็ท จํากัด  11/13 หมู 5 ถ.สุคนธสวัสดิ์ แขวงลาดพราว เขตลาดพราว กทม. 10230 
         โทร.02-9079421-2 , 02-9077480-3,  แฟกซ : 02-9079878 , Email : sales@amet.net  , Web: www.amet.net    

o Resolution : 0.1°C or 0.1°F (200&dgC ~1370°C, 1 °C)  

o Sensor : K type Thermocouple probe  

o Sampling rate: 3 seconds per testing circle  

o Input Protection : 60V DC or 24V rms AC Maximum  

o General Specifications:  

o Power Requirement: 1 piece 9V battery  

o Dimensions: 7.2"x2.5"x1.2" (184x64x30mm)  

o Weight : 7.4 oz(210g)  

o Accessories: RS-232 cable and software for WINDOWS), Deluxe carrying 
case, owners manual, TPK-01 bead probe x 2 pcs  

Option Accessory: AC adaptor( DC 9V), Special Type K thermocouples 
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